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● Certiicate supplied as standard.     

Dual and Triple Angle Glossmeter Elcometer 407L

STANDARDS:

AS/NZS 1580.602.2, ASTM C 584, 
ASTM D 1455, ASTM D 2457, 
ASTM D 4039, ASTM D 523, 
DIN 67530, ECCA T2, EN 12373-11, 
EN 13523-2, ISO 2813, ISO 7668,  
JIS K 5600-4-7, JIS Z 8741,  
TAPPI T 653

Technical Speciication

Part Number Description Certiicate

J407L--2060 Elcometer 407L Glossmeter; 20 & 60 Degree ●

J407L--268 Elcometer 407L Glossmeter; 20, 60 & 85 Degree ●

Power Supply Rechargeable Lithium Ion gives 17+ hours / 20,000 readings

Recharge Time USB 2.5 hours

Gloss 20° 60° 85°

Measurement Range 0-2,000GU 0-1,000GU 0-150GU

Resolution 0.1GU

Repeatability 0.2GU

Reproduceability 0.5GU

Peak Specular Relectance at 20° ± 0.09375°

Dimensions (H x W x D) 65 x 140 x 50mm (2.5 x 5.5 x 1.9”) Weight 790g (1lb 12oz)

Packing List Elcometer 407L Glossmeter, ISO 17025 high gloss calibration tile with calibration 
certiicate, gloss tile cleaning cloth, transit case, USB cable, ElcoMaster™ 2.0 software 
and operating instructions.
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data management software

supplied with available with

wireless technology

The ability of a surface to relect light without scattering is known as gloss. Gloss 
is measured by directing a constant intensity light beam at a ixed angle to the 
test surface and the subsequent amount of relected light, at the same angle, is 
determined and represented by a value in GU’s (gloss units). 

The angle of relectance required to measure gloss is dependant on the surface 
inish – highly relective surfaces typically require a low angle of relectance (20 
degrees) – matt surfaces typically require high angles of relectance (85 degrees). 

Combining accurate gloss measurement with state of the art electronics, the 
Elcometer 407L Glossmeter is a simple to use powerful gauge. 

Key features include:

• Dual (20/60°) and triple angle (20/60/85°) versions

• Up to 999 reading memory with date and time stamp in 8 batches

• On screen statistics (x, σ, highest & lowest value)

• Visual indication of user deined pass/fail limits

• USB & Bluetooth data output to PC

• Gloss trend graph

• User deinable measurement display

• Easy to use menu structure with bright colour screen

• USB power supply

• User deinable auto-repeat measurement mode (2, 5 or 10 seconds)

• Standard and ixed batch sizes

• Scratch & solvent resistant display

• Calibration Certiicate (ISO, UKAS & BAM traceable)
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Dual and Triple Angle Glossmeter
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Total Quality Assurance

Data can be stored in a simple ile 
tree, by project and by inspection 
type. Data is clearly displayed in 
tabular format

Using ElcoMaster’s™ inbuilt Report Designer,  
readings can quickly be displayed on 
an image or drawing

Readings from different Elcometer gauges 
can be printed on the same report - and 
can be quickly inserted into standard report 
tables

ElcoMasterTM 2.0 gives you the power to review your data 
and produce professional reports quickly and easily.

Internal wizards guide you through each step, from 
connecting a gauge to generating a report.

Features:

• Produce and combine measurements from any 
Elcometer inspection gauge in one report

• Add photographs, limits & notes to your reports

• Export to Excel or other spreadsheet formats 

• Print, email or generate .pdf reports 

• Design your own reports and drag & drop readings or 
statistics onto the report

• Combine multiple batches into one report

• Communicate and link with ElcoMaster™ for Android™

• Automatic upgrade notiications inform and allow users 
to upgrade their Elcometer gauges & ElcoMasterTM 2.0 
software in the ield

Professional inspection reports provide a competitive advantage in 
today’s industrial environment.

The new ElcoMaster TM 2.0 is a fast, easy to use software solution for all 
your reporting requirements.

ElcoMaster ™  for
™

ElcoMaster ™

data management software

ElcoMaster™ for Android™ allows users to: 

• Collect data via collection image 
templates, identifying where each 
reading should be taken

• Transfer live readings or batches 
from Elcometer Bluetooth® gauges to 
Android™ phones or tablet PC’s 

• Provides instant data analysis 
remotely and email key data,  including 
readings, notes & photographs, etc. to 
the ofice from the ield

For more information visit our website at 
elcometer.com.

Scan the QR code to 
download the ElcoMaster™ 
for Android™ Application 
now

Using ElcoMaster™ 2.0’s wizard, 
connecting a gauge to download 
data is fast and easy

ElcoMaster™ 2.0 allows you to
download all your inspection
measurements - from any
Elcometer gauge

ElcoMaster ™
2.0

Suitable for use in 
Cloud Computing

Data Management Software
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